
TAKE PRECISE READINGS ON LOW
OR HIGH AMP CIRCUITS

MCP4
Analog Clamp-On Meter

10 ranges

300 Amps AC

750 Volts AC

Resistance



The MCP4 includes 5 amperage ranges to give you precise
readings on low or high amp circuits. It also includes volts and
ohms readings to give you the complete picture of your circuit
path.

The MCP4
has the following features:
• 10 ranges
• 300 Amps AC
• 750 Volts AC
• Resistance to 1000 ohms
• Color coded, high resolution scale plate
• Pointer-lock switch (data hold)
• 1-1/4” jaw capacity
• Three year limited warranty
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Optional Accessories:
Battery 1.5V, size “AA”  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .AB1
Fuse 0.5 Amp, 0.5 OHM . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .AF3
Test leads  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .ATL50
Temperature probe . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .ATT28
Alligator clip adapters, insulated (pr)  . . . . . . . . . . . . . . . . . . . . .AAC
Plug-in line splitter  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .ASL1

Ranges
AC Amps 0 - 6, 15, 60, 150, 300A
AC Volts 0 - 150, 300, 750V
DC Volts 0 - 75V
OHMS X1, X100 (30Ω center scale)
Temperature -50˚ to 400˚F
Accuracy
AC Amps ±3% of full scale
AC Volts ±3% of full scale
DC Volts ±3% of full scale
OHMS ±3% of scale length
General
Jaw opening 1 - 1/4”
Battery One 1.5 V, size “AA” (NEDA #15D) 

battery supplied
Fuse 0.5 Amp 0.5 OHM (size 5 x 20 mm)
Size 7.75” x 3” x 1.4” (199 mm x 76 mm x 36 mm)
Weight 12 ounces


